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§147.15

they may be placed into effect imme-
diately, followed promptly by publica-
tion in the FEDERAL REGISTER. The
District Commander may utilize, in ad-
dition to broadcast Notices to Mari-
ners, Local Notices to Mariners, and
Notices to Mariners, newspapers, and
broadcasting stations to disseminate
information concerning a safety zone
and regulations pertaining thereto.
The public may comment concerning
the establishment of a safety zone or
regulations under this paragraph. A
safety zone or regulations may be
modified or withdrawn, as appropriate,
based on the comments received.

(d) Geographic coordinates expressed
in terms of latitude or longitude, or
both, are not intended for plotting on
maps or charts whose referenced hori-
zontal datum is the North American
Datum of 1983 (NAD 83), unless such ge-
ographic coordinates are expressly la-
beled NAD 83. Geographic coordinates
without the NAD 83 reference may be
plotted on maps or charts reference to
NAD 83 only after application of the
appropriate corrections that are pub-
lished on the particular map or chart
being used.

[CGD 78-160, 47 FR 9386, Mar. 4, 1982, as
amended by CGD 86-082, 52 FR 33811, Sept. 8,
1987]

§147.15 Extent of safety zones.

A safety zone establishment under
this part may extend to a maximum
distance of 500 meters around the OCS
facility measured from each point on
its outer edge or from its construction
site, but may not interfere with the use
of recognized sea lanes essential to
navigation.

§147.20 Definitions.

Unless otherwise stated, the term
“attending vessel” refers to any vessel
which is operated by the owner or oper-
ator of an OCS facility located in the
safety zone, which is used for the pur-
pose of carrying supplies, equipment or
personnel to or from the facility, which
is engaged in construction, mainte-
nance, alteration, or repair of the facil-
ity, or which is used for further explo-
ration, production, transfer or storage

33 CFR Ch. I (7-1-13 Edition)

of natural resources from the seabed
beneath the safety zone.

[CGD 08-99-023, 65 FR 16825, Mar. 30, 2000]

§147.801 Boxer Platform safety zone.

(a) Description. The Boxer Platform
is located at position 27°56'48” N,
90°59’48” W. The area within 500 meters
(1640.4 feet) from each point on the
structure’s outer edge, not to extend
into the adjacent East—West Gulf of
Mexico Fairway is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) An attending vessel;

(2) A vessel under 100 feet in length
overall not engaged in towing; or

(3) A vessel authorized by the Com-
mander, Eighth Coast Guard District.

[CGD 08-99-023, 65 FR 16825, Mar. 30, 2000]

§147.803 Bullwinkle Platform safety
zone.

(a) Description. The Bullwinkle Plat-
form is located at position 27°53'01” N,
90°54’04” W. The area within 500 meters
(1640.4 feet) from each point on the
structure’s outer edge is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) An attending vessel;

(2) A vessel under 100 feet in length
overall not engaged in towing; or

(3) A vessel authorized by the Com-
mander, Eighth Coast Guard District.

[CGD 08-99-023, 65 FR 16825, Mar. 30, 2000]

§147.805 Ursa Tension Leg Platform
safety zone.

(a) Description. The Ursa Tension Leg
Platform (Ursa TLP) is located at posi-
tion 28°09'14.497” N, 89°06'12.790” W. The
area within 500 meters (1640.4 feet)
from each point on the structure’s
outer edge is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) An attending vessel;

(2) A vessel under 100 feet in length
overall not engaged in towing; or

(3) A vessel authorized by the Com-
mander, Eighth Coast Guard District.

[CGD 08-99-023, 65 FR 16825, Mar. 30, 2000]
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